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.• -ry L-mding .Hazardous Waste Determination 

• •. -tau in te*pnn&& to qa&xlions presented to tT.e WftaardouB 
• -i •.s Bucaati • KMB) .in a ina&c random dat&d January 24 , 1991, 

r : . i t : r j  t o  t e s t ,  r ^vu l t f c ,  &c  company  .1  n  g  f . h«  Ki& a iC . - vaRd- r n t .  . ' - : h s  
• • en :'.Ai do-as not appear to be a Resource conservation and 

Act (RCR.A) regulated hazardous waste. Burning cf 
\.r> materiaJ i.n an industrial boiler would be rogu 1 a tad under 

LL-'R 5 265 Grbparv r,. This material may be acceptable to 
ad J n an indent rial boiler if prior no tiff ration is 

•.tno-i to the KKS before the used oil is burned. Ana 'tis cf 
Pre • ; oil fend an invoice of amounts of burned oil nou't bo 
K«;:L at the facility for three years. 

vh^ :••••;t.i accorpanyTng the :r»emora7viui& appears fidax.fe:-- u • .T:o 
b. waste dfetuminatiou. Sufficient. samples were tested i IT 
Tox i c  :  t o  ba l e  and  r e su l t s  we re  be l ow  F .CPA r eg u l a t o r y  3  s v?  i » .  
Sufficient samples were tested for VOC. TOX, sod peetifidee 
rind were detected. Due to the absence of th«ae 
constituents is" seems nnlikol.y a Toxic Char ac t*»r i s tic Leach lag 
Procedure (TCLF) would indicate other TC1A li tread wastes. 
TPH,  F ib . ,  t o r . ?3  me t a l s  t e s t i ng  wa s  a l e c  camp l a t ed .  Le v e l s  of 
constituents indicated in the report are Jbelow RCKA regulatory 
l eve l s .  

According rc the report, proper sampling and test, methods were 
•ucnduetsd. blanks and spike samples wore used and the quality 
of test lug appears adequate. 

BTU capability of the material may need to be tested, If the 
boiler1s HTU value in insufficient to completely incinerate 
the constituent a present:, the boiler may not function 
properly. 
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:f the .1 ncIteration is not complete, metal levels may 
the ash creating a RCRA EP Toxic hazardous 

Testing of the ash may be needed to determine if 
i V\- : .hi •! , metals are accumulating. 

;v y0.._ havw fut thei guest lone or comments please contact me at 334-
U 5 0 £ . 
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